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CESSNA 170 ENGINE =
APRIL 17,2010 TACH 679.3 Trwy‘u—* TTSMOE
COMPLIED WITH ANNUAL INSPECTION PER FAR 43 .
CHANGED OIL AND FILTER. NO DEF

AEROSHELL 15W50. CnmRESIm

RAN AND OPS CHECKED OK. 1C _ 7Y THA
BEEN INSPECTED IN AECORDM

AND WAS DETERMANED TO BE It '
IA LAWRENCE PALLAS #2103510
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CESSNA 170 ENGINE

March 22, 2019 TACH 739.1 TT 26327 %
Complied with annual inspection Per FAR 43 APPENDIX I

filter, no defects. Serviced with 7 Qt Aeroshell 15W 50. C
#2 68/ #3 68/ #4 62/ #5 70/ #6 68/80. '?'--"
carb and fuel screens. Cleaned and g
listing. Ran and ops checked OK. I CER- F
BEEN INSPECTED IN ACCORDANCE WITH
AND WAS DETERMANED TO Bﬂ_ﬁ
IA LAWRENCE PALLAS #2103510
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March 18, 2012 Engine Annual Inspection N1719D of Technician or Repair
Tach 813.5 Engine TT 2707.1, TSMOH 1440.8.

Complied with Annual Inspection per FAR 43 Appendix D.

Changed Oil and replaced filter. Serviced with 7 Qt Aeroshell 15 W 50
Checked Compression on all cylinders 1-68, 2-74, 3-50, 4-68, 5-70, 6-72
Checked, cleaned and gapped plugs. Checked and Lubed

engine controls. Cleaned fuel screen. Replaced #1 exhaust riser.

Ran engine & leak checked. Checked All operations and returned to service.
All Ads complied with through 3/18/12 per FAA AD website.

| certify that this engine has been inspected in accord with a 100 hour

Inspection. o
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- IF
Timothy A Gaipa _;',M'l"f'l

A /7 Oy~ ARP #2002467

| certify that this engine has been inspected in accordance with an
annual inspection and determined to be in airworthy condition.

Lawrence A. Pallas M e , 1A 2103510
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RECO! narch 30,2013 Engine Annual Inspection N1719D
nme  Tach 893.8 Engine TT 2787.4, TSMOH 1521.1.

Complied with Annual inspection per FAR 43 Appendix D.

Changed Oil and replaced filter. Serviced with 7 Qt Aeroshell 15 W50
Checked Compression on all cylinders 1-66, 2-72, 3-66, 4-68, 5-60, 6-62
Checked. cleaned and gapped plugs. Checked and Lubed

engine controls. Cleaned fuel screen. Ran engine & leak checked.
Checked All operations and returned to service. R

All Ads complied with through 3/30/13 per FAA AD website.

T

| certify that this engine has been inspected in accord with a 100 hour
inspection. N

‘l ’ - - I i
Timothy A Gaipa [ ame /9 Clugeas AP #2002467

| certify that this engine has been inspected in &
annual inspection and determined to be in airwo

Lawrence A. Pallas W
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CESSNA 170 ENGINE TS pe—
April 23,2014 TACH 1002.2 TT 2895.6 TTM t
Complied with annual inspection Per FAR 43 APPENDIX D. Changed oil
filter, no defects. Serviced with 7 Qt Aeroshell 15W 50. COMP RES, 10 N #
#2 T4/ #3 76/ #4 68/ #5 70/ #6 68/30. RWMMM
carb and fuel screens. Cleaned and gapped gapped plugs. Checked all AD’s, see A
listing. Ran and ops checked OK. I CERTIFY THAT THIS ENGINE
BEEN INSPECTED IN ACCORDANCE WITH AN mxr INSE °E
AND WAS DETERMANED T{)B;Emmmmm CONDITION
[A LAWRENCE PALLAS #2103510 % e
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ik April 4, 2015 Engine Annual Inspection N1719D
Tach 1050 Engine TT 2943 TSMOH 1678
Complied with Annual Inspection per FAR 43 Appendix D. —
Changed Oil and replaced filter. Serviced with 7 Qt Aeroshell 15 W 50
Checked Compression on all cylinders to 80 PSI, all OK

Checked, cleaned and gapped plugs. Checked and Lubed

gl engine controls. Cleaned fuel screen. Ran engine & leak checked.
Checked All operations and returned to service.

- = All Ads complied with through 4-4-15 per FAA AD website.

| certify that this engine has been inspected in accord with a 100 hour
Inspection.

B 3
Timothy A Gaipa ___| gn /‘-') M A&P #2002467

| certify that this engine has been inspected in accordance with an
annual inspection and determined to be in airworthy condition.

Joseph S. Gaipa, Jr. W'ﬁpdzw % IA 1154289
| J
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Entrjes must be endorsed with Name, Rating and Certificate Number of Technician or Repair
Facility. (See back pages for other specific entries.)

| certify that this engine has been inspected in accordance with a 100hr. inspection and was

determined to be in airworthy condition. Compression 1- 74/80, 2- 80/80, 3-70/80, 4- 76/80, 5-

77/80, 6- 77/80. installed new REM40E spark plugs, cut and inspected oil filter , no indications

N1719D Date: April 15, 2016

Tach: 1088.3

SMOH: 1716.3 TT: 2981.3

of abnormal wear, run up and checked for leaks, none noted. Overhauled mags installed Dec
2006 and have 600hr SMOH, timing verified 26 deg R 28 deg L.

Kevin Anderson A&P 3306875 %M{lb/ﬁ ==
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'N1719D Date: April 3,2017 Tach: 1151.4 SMOH: 1779.4 T1: 3044.4

| certify that this engine has been inspected in accordance with a 100hr. inspection and was determined ——
to be in airworthy condition. Compression check: 1- 76/80, 2- 67/80, 3-74/80, 4- 74/80, 5- 70/80,6- ——
76/80. Cleaned and inspected spark plugs, cut and inspected oil filter , no indications of abnormal wear, ___

serviced with new filter and 8 gts Shell 15W-50 oil, run up and checked for leaks, none noted.

Kevin Anderson A&P 3306875 /?r Y 3 el
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"YEAR: ECORDING | TODAY'S | TOTAL Descri
AR FLIGHT | TIME IN Entri ption of Inspections, Tests, Repairs and Alterations
| mimE SERVICE ntries must be endorsed with Name, Rating and Certificate Number of Technician or Repair
;HE Facility. (See back pages for other specific entries.)

N1719D Date: April 6, 2018 Tach: 1214.2 SMOH: 1842.2 TT:3107.2

— | certify that this engine has been inspected in accordance with a 100hr. inspection and was

_ determined to be in airworthy condition. Re-torqued push rod tube fianges at crankcase and oil

_ filter adapter housing. Compression check: 1-72/80, 2- 80/80, 3-66/80, 4- 73/80, 5- 70/80, 6-

~ 76/80. Cleaned and inspected spark piugs, cut and inspected oil filter , no indications of
abnormal wear, serviced with new filter and 8 gts Shell 15W-50 oil, run up and checked for

leaks, none noted.

_ Kevin Anderson A&P 3306875 =
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DATE i Facility. (See back pages for other specific entries.)

N1719D Date: April 11,2019 Tach: 1254.2 SMOH: 1882.2 TT:3147.2 S
| certify that this engine has been inspected in accordance with a 100hr. inspection and was
— determined to be in airworthy condition. Compression check: 1-64/80, 2-76/80, 3-75/80, 4-
—— 74/80, 5-76/80, 6- 75/80. Replaced #1 cylinder due to crack with new Superior cylinder

—— assembly, SA10200-A20P, s/n 20-C19-49296 and piston pin SA530830. —_—

—_——
—_—

Cut and inspected oil filter , no indications of abnormal wear, serviced with new CH 108 filter
and 8 qts Shell 100 mineral oil, run up and checked for leaks, none noted.
/{:

Kevin Anderson A&P 3306875
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DATE

| N1719D Date: April 15, 2020

H - | certify that this engine has been inspected in accordance with a 100hr. inspection and was
determined to be in airworthy condition. Compression check: 1-78/80, 2-74/80, 3-77/80, 4-
76/80, 5-15/80, 6- 76/80. Replaced #5 cylinder (cracked exhaust guide) with new Superior
cylinder assembly p/n SA10200-A20P and s/n 20 C2051623.

Tach: 1283.1 SMOH: 1906.1

TT: 33818

~ Cut and inspected oil filter , no indications of abnormal wear, serviced with new CH 108 filter

and 8 qts Shell 100 mineral oil, run up and checked for leaks, none noted.

% Kevin Anderson A&P 3306875
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SURSEGE ENGINE LOG BOOK ENTRY
-____'—'—-_
L Continental: 0-300-A Tail: N1719D
| Tach Time: 1300.2 Date:08/26/2020 =]

Druin oil. Change filter with new. Old filter cut open and checked for contaminants. Filled engine with 7 quarts
| of Acroshell 15W-50 oil. Run engine to check for one noted. Aircraft approved for return to service.

Date:_ - 21 -2® A&PH )0 &E/I?MZN Signed:
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N1719D Date: June 15, 2021  Tach: 1206.8 77:3194.8 SMOH: 1525.8

| certify that this engine has been inspeciad in accordance with a 160hr. inspection and was
determined to be Iin airworthy ~ondition. Cmrnmrmatnn checik: 1-74/80, 2-48/80, 3-54/80, 4-
75/80, 5-74/80, 6- 68/30. Replaced #2 and #3 cylinders with new Surerior cylinder assembles
o/n SA10200-A20P, s/n 2000C00300S and 200000030612, Instalied new Kelly Aero mag harness
KA12130, replaced #2 exhaust clamp. Cut and ! inspestad oil filter , no indications of abnormal
w23r sarviced with new CH 108 filter and 8 gts Sheil 100 mineral ofl, run up and checked for

leaks, none noted.

Kevin Anderscn A&P 3306875 fW
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